+|B

N
z 2-6" 4-0"
A
2 -8 NAME PLATE
x < "
5 f | o N
Z® ‘
= ‘
o % |
o . \ S
L A -
- - * - - 7‘ - 4$ L l» J IZ I
o ‘
! %
= L
END OF )
PARAPET f } 1
FT16, — | — A
: / 5 T a
v jf ]
+4 0 1‘—0“j 4
INSIDE _ELEVATION . \

1-5%"

1-03%"

€ OF ANCHOR
ASSEMBLY
-
% E—
4—#4 e 1-0"
| S—

SECTION A

720"
r-on

3-Qn

y

ol % E—

4— =4 e r-0"

-« 9

1-3%"
SECTION B

3 % —)

H— =4 e 1-0"

SECTION C

PLACE ORNAMENTAL CAPS ON
TOP OF POST WITH TAPPED
SET SCREW OR BOLT.

1/a" DIA. PIPE
TOP RAIL

SEE STD. 30.11FOR
ADDITIONAL POST
ATTACHMENT & FENCE
FABRIC DETAILS

SIDEWALK WIDTH PLUS 1'-Q"

8'-0" MAX, POST SPACING

1-5%"

¢ ‘ SLOPE 15 % OR 2 %
o ! / ﬁ
N
7 — |
‘
\%” CONTINUOUS DRIP GROOVE. ‘ ®
END DRIP GROOVE 2'-0" FROM
. SUPPORTS.
3
|

5'-6" MAX. OVERHANG

1/4" DIA. PIPE
TOP RAIL

SEE STD. 30.11FOR
ADDITIONAL POST
ATTACHMENT & FENCE
FABRIC DETAILS

€ GIRDER

SECTION THRU PARAPET ON BRIDGE

FENCE MOUNTED ON DECK

PLACE ORNAMENTAL CAPS ON
TOP QF POST WITH TAPPED
SET SCREW OR BOLT.
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1" CL.
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1-3m

SLOPE 15 % OR 2 %

LEVEL W

g

®

\%” CONTINUOUS DRIP
GROOVE. END DRIP GROOVE
2'-0" FROM SUPPORTS.

SECTION THRU PARAPET ON BRIDGE

FENCE MOUNTED ON PARAPET

DESIGNER NOTES

FOR PARAPET 'LF' DETAILS & REINFORCING DETAILS
SEE SLOPED FACE PARAPET 'LF'. (STANDARD 30.12)

ALL PARAPET FOOTING BARS SHALL BE EPOXY COATED.

@ CONST. JT. -STRIKE OFF AS SHOWN & LEAVE ROUGH

[ STEEL TROWEL HORIZONTAL SURFACE OF PAVING NOTCH.
PLACE MULTIPLE LAYERS OF POLYETHLENE SHEETS
BETWEEN PARAPET FOOTING AND HORIZONTAL SURFACE
OF PAVING NOTCH. TOTAL THICKNESS OF SHEETS SHALL
BE AT LEAST 0.03".

PARAPET FOOTING
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